
HIGHLIGHTS

• Prevents debris from entering the pumping system and 
causing system damage or slowdowns.

• The output performance of the pump is maintained to that 
of the standard blue end bell while only adding about 1” 
to the overall length.

• An IFS self-cleans itself, so you don’t have to worry about 
pulling the pump to clean it.

• An IFS can be easily retrofit installed on existing  
FE PETRO® submersible pumps as well as competitive 
4” pumps. You can also have it factory-installed on any 
new submersible pump.

An Intake Filter Screen (IFS) provides fuel filtration for the entire 
system down to about the size of a grain of sand (0.009” 
openings). It’s designed to keep harmful debris, sediment, and 
tank corrosion from entering the pumping system and creating 
service events including dispenser filter changes. The output 
performance of the pump is maintained to that of the standard 
blue end bell while only adding about 1” to the overall length.

INTAKE FILTER 
SCREENS

SPECIFICATIONS

SUBMERSIBLE TURBINE PUMPS

ORDERING INFORMATION

Model Description

400660901 Intake filter screen, single pack
400660912 Intake filter screen, 12-pack carton

Retrofit

Factory Installed

Add “K” to factory installed options in model number designations.

Installation

• PMA end bell

• Filter clip

• Filter screen

• Mounting screw
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